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Technical Specifications

• X-band, 8.0 GHz Center Frequency 
• SMA-KFD Interface 
• High frequency band
• Low Insertion Loss, Low VSWR

Applications

Test & Measurement Satellite Military and Space Radar

Antenna Systems Communication Systems

Description
This X-band power divider adopts a Wilkinson structure design and can be used 
bidirectionally as a power divider and a power combiner. It features low insertion loss, low 
VSWR, good output amplitude and phase consistency, and high isolation. With a compact 
structure and high reliability, the product is suitable for radar, satellite communications, RF 
measurement, phased-array feed networks and other applications.

Parameters Min. Typ. Max. Units

Center Frequency 8.0 GHz

Bandwidth ±650 MHz

Insertion Loss 0.3 dB

Isolation 20 22 25 dB

VSWR 1.25:1

Features
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Parameters Min. Typ. Max. Units

Operating Temperature Range -35 +70 ˚C

Main Body Material Aluminum Alloy

Surface Treatment Black Paint

Size 50*42*11 mm

Notes:
Values at 25℃, sea level.

Typical Performances

Performance Test Curve
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 NOTES:

 1.UNLESS OTHERWISE SPECIFIED ALL DIMENSIONS ARE NOMINAL.

 2.ALL SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

 3.DIMENSIONS ARE IN mm.
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